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ABSTRAK 

 

Dhany Ajiperwata. 26050118120006. Sebaran Spasial Material Padatan 

Tersuspensi di Perairan PLTU Tanjung Jati, Jepara dengan Pendekatan 

Penginderaan Jauh. Elis Indrayanti dan Baskoro Rochaddi 

 

PLTU Tanjung Jati menjadi pusat kegiatan penting dalam pembaharuan 

energi listrik terbesar di Pulau Jawa. Perairan Tanjung Jati dimanfaatkan sebagai 

wilayah alur transportasi suplai batubara untuk kebutuhan bahan bakar dan aktivitas 

PLTU Tanjung Jati menghasilkan fly ash dan bottom ash (FABA) dari proses 

pembakaran batubara sehingga dapat mempengaruhi kondisi perairan sekitar salah 

satunya adalah material padatan tersuspensi (MPT). Penelitian ini bertujuan untuk 

mengetahui sebaran MPT menggunakan citra Sentinel-2. Penelitian ini dilakukan 

pada tanggal 25 Oktober 2021 di perairan PLTU Tanjung Jati, Jepara. Data MPT 

dan Reflectance Remote Sensing (RRS) diperoleh dari situs sentinel copernicus 

rekaman pada tanggal 25 Oktober 2021, merupakan data citra satelit Sentinel-2 

dengan resolusi 10 m. Data citra satelit Sentinel-2 diolah dengan pendekatan 

algoritma usulan dari hasil persamaan reflektan citra kanal merah. Hasil penelitian 

menunjukkan bahwa konsentrasi MPT hasil observasi lapangan diperoleh rentang 

nilai antara 14,833 mg/l - 36,032 mg/l, sedangkan berdasarkan analisis MPT dengan 

citra satelit sebesar 16,242 mg/l – 36,491 mg/l. Nilai akurasi bias MPT sebesar 

0,0001. Nilai RMSE MPT sebesar 2,704 mg/l. Hasil ini dapat digunakan sebagai 

interpretasi MPT di perairan PLTU Tanjung Jati, Jepara dalam pembuatan 

kebijakan oleh pemerintah setempat. 

 

Kata kunci : material padatan tersuspensi, penginderaan jauh, PLTU Tanjung Jati, 

sentinel-2  
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ABSTRACT 

 

Dhany Ajiperwata. 26050118120006. Suspended Solids Spatial Distribution in 

PLTU Tanjung Jati Waters, Jepara Using Remote Sensing Approach. Elis 

Indrayanti and Baskoro Rochaddi 

 

PLTU Tanjung Jati is an important activity center in renewing the largest 

electrical energy on the java island. Tanjung Jati waters are used as a 

transportation channel for coal supply for fuel needs and cooling water supply and 

hot water from the power plant so that it can affect the surrounding waters 

condition, one of which is total suspended solids (TSS). This study aims to determine 

the distribution of TSS using Sentinel-2 imagery. This research was conducted on 

October 25, 2021 in PLTU Tanjung Jati Waters, Jepara. TSS and Reflectance 

Remote Sensing (RRS) data obtained from the sentinel site Copernicus recording 

on October 25, 2021, Sentinel-2 satellite image have a 10 m resolution. Sentinel-2 

satellite image data is processed with a new algorithm approach from the results 

of the red channel image reflectance equation. The results showed that the TSS 

concentration obtained from field observations ranged in value between 14,833 

mg/l - 36,032 mg/l, while based on TSS analysis with satellite imagery it was 16,242 

mg/l – 36,491 mg/l. The TSS refraction accuracy value is 0.0001. The RMSE TSS 

value is 2,704 mg/l. These results can be used as a TSS interpretation in the PLTU 

Tanjung Jati Waters, Jepara in policy making by the local government. 

 

Keywords : PLTU Tanjung Jati, remote sensing, sentinel-2, total suspended solids
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